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VARIABLE | VARIABLE SCALE ‘
13.5" W/GUARDRAIL 9'TO 12 | 9'TO 12’ 11’ W/GUARDRAIL -
VARIES 8’ 9.5 SEE NOTE 3 ’ SEE NOTE 3 8’ VARIES
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W USE TYPICAL SECTION NO.1 AS FOLLOWS:
NATURAL GROUND -~ T Cl 7.5" 7.5" -L- STA.16+46.17 TO -L- STA. 18+86.00

~-L- STA. 21+73.00 TO -L- STA.24+13.05
GRADE TO THIS LINE

SEE NOTES
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NATURAL GROUND |
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INSET NO. 1 ;
TO BE USED IN CONJUNCTION WITH GRADE TO i
TYPICAL SECTION NO.1 AS FOLLOWS: THIS LINE i
FROM -1- STA.16+46.17 TO STA.19+46.00
FROM -L- STA.21+13.00 TO STA 24+13.05 NOTES:
1) FROM -L- STA.18+86.00 TO -L- STA.19+46.00
TEMPORARY WIDENING WIDTH VARIES AS FOLLOWS: ) TRANSITION: FROM T.5.NO.1TO T.5.NO.2
9.0 LT AT -L- STA 16+46.17 TO 18.5 LT AT -L- STA 17+22.50 SEE SHEET 4.
18.5 LT AT -L- STA 17+22.50 TO 18.5 LT AT -L- STA 19+72.31 (BEG. APPROACH SLAB) @ 2) FROM -L- STA. 21+13.00 TO -L- STA.21+73.00
18.5 LT AT -L- STA 20+87.69 (END APPROACH SLAB) TO 18.5 LT AT -L- STA 23+29.71 L TRANSITION: FROM T.5.NO.2 TO T.5.NO.1
18.5 LT AT -L- STA 23+29.71TO 9.0 LT AT -L- STA 24+13.05 - "" SEE SHEET 4.
' 3) PAVEMENT WIDTH VARIES AS FOLLOWS:
* WEDGE UP TO TOP OF FIRST LAYER OF Ci | 9.00 AT -L- STA 16+46.17 TO 12.00 AT -L- STA 17+96.17
3’ : 19.5’ | 19.5’ 3’ 12.00 AT -L- STA 22+63.05 TO 9.00 AT -L- STA 24+13.05
L - e —
17.2/ i 17.2/
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i POINT
6" | | 6" USE TYPICAL SECTION NO.2 AS FOLLOWS:
| ’ ' -L- STA. 19+46.00 TO -L- STA.19+72.31 (BEG. APPROACH SLAB)
0.02 0.02
_— e — — -L- STA. 20+87.69 (END APPROACH SLAB) TO -L- STA.21+13.00
34 TonNs 7 : N ST ‘ ‘ SEE 7 C1 2.5" SF9.5A
geC | . ~SEC SEE NOTES T2 | 1.5" SF9.5A
gee X @ 7.5" ' 7.5" @ TIoNg C3 1.25" SF9.5A
NATURAL GROUND 0.02 GRADE TO | GRADE TO 0.02 NATURAL GROUND Bl ot
T THIS LINE l THIS LINE T E3 VAR. DEPTH TYPE B25.0B
@ @ ' ' R4 SHOULDER BERM GUTTER
| T EARTH MATERIAL.
U EXISTING PAVEMENT.
WEDGING

TYPICAL SECTION NO. 2 | | W




